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TRA CODE: R3

« Strong nylon
casing & deep tread

« Long service life in
multiple operating

* Blocked diamond
pattern with higher
inner volume

* High floating
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Unloaded Dimension Field Operation
SLR | RC | Infl. Press Static Speed kmph/mph Low Torque | High Torque
Size Type | LI/SS | PR | Rim Sw 0D Speed kmph/mph
10 [ 20 | 30 | 40 50 10 [20 T 10
mm mm | mm [ mm bar 6 | 12 [ 19 [ 25 3 6 [ 12 6
in in in in psi Recommended Load (Kg/Ibs)
1.9 8990 | 5870 | 4810 | 4180 | 3910 | 3560 5470 | 4690 | 4180
28 19800 | 12930 | 10590 | 9210 | 8610 | 7840 12050 [10330] 9210
587 1560 | 690 | 4545 [ 2.1 9550 | 6230 | 5100 | 4440 | 4150 | 3780 5610 | 4980 | 4440
23126 | TL | 159A8 ) 16 | DW20 | g 61 | 27 | 179 [ 30 [ 21040 | 13720 | 11230 | o780 | 9140 | 8330 | 12800 |10970] 9780
23 10060 | 6560 | 5380 | 4680 | 4375 | 3980 6130 | 5250 | 4680
\_ 33 22160 | 14450 | 11850 | 10310 | 9640 | 8770 13500 |11560] 10310/

Al tires confirms ETRTO T&RA & STRO standards



