
FARMAX r70 AG RADIAL
WITH THE POWER OF CTR*

• Superior traction  

• Reduced soil compaction

• Wider tread 
• Larger inner volume 

 • Lower angle at shoulder

• Reduced damage to
soil and crop

FEATURE

 

• Longer tyre life

BENEFIT

• R1-W tread depth

  
• Higher angle and lug 

overlap at centre

FEATURE

 BENEFIT

• Better roadability FEATURE

 

BENEFIT

• Rounded shoulder 

FEATURE

 

BENEFIT

*Lower Compaction, Higher Traction and Better Roadability

FEATURE

 

BENEFIT

https://www.ceatspecialty.com/uk/product/agriculture/farmax-r70/

420/70 R 28 FARMAX R70   133 D   Data sheet 
pending. Size 
not included 
in size list 

 420/70 R 24 FARMAX R70   130 D   Data sheet 
pending.  

 380/70 R 24 FARMAX R70   125 D   Size not 
included in 
size list.  

 340/85 R 24 FARMAX R85   125 D   Features and 
benefits are 
incorrect in 
the data 
sheet. Please 
refer to the 
website/size 
list for the 
correct f&B 

 380/85 R 24 FARMAX R85   131 D   Datasheet is 
pending. 

 420/85 R 34 FARMAX R85   142 D   Size is 
missing from 
the size 
list.   Features 
and benefits 
are incorrect 
in the data 
sheet. Please 
refer to the 
size list for 
the correct 
ones  

 520/85 R 42 FARMAX R85   169 D   Data sheet 
pending 

 

Static
10 20 30 40 65bar

psi

LI/SS Type Speed, km/h (mph)SW OD

mm/inmm/in mm/in mm/in

Unloaded dimension
Infl.Press

Loaded Rolling
Static
Radius

Circum-
ference

6 12 19 25 40

Size Rim

Recommend load, kg (lbs)

50

31
        0.8 3150 2060 1690 1580 1500 1440 1370
        12 6940 4540 3720 3480 3020 3170 3020
420/ 133 D /  TL W12 430 1349 614 3985 1 3590 2340 1920 1790 1710 1640 1560
70R28 136A8  W13 16.9 53.1 24.2 156.9 15 7910 5150 4230 3940 3440 3610 3440
   W14L     1.3 4190 2730 2240 2090 1990 1910 1820
        19 9230 6010 4930 4600 4010 4210 4010
        1.6 4740 3090 2530 2370 2260 2160 2060
        23 10440 6810 5570 5220 4980 4760 4540

Static
10 20 30 40 65bar

psi

LI/SS Type Speed, km/h (mph)SW OD

mm/inmm/in mm/in mm/in

Unloaded dimension
Infl.Press

Loaded Rolling
Static
Radius

Circum-
ference

6 12 19 25 40

Size Rim

Recommend load, kg (lbs)

50

31
        0.8 2530 1650 1350 1270 1200 1160 1100
        12 5570 3630 2970 2800 2420 2560 2420
380/ 125 D/   TL W13 380 1190 540 3523 1 2880 1880 1540 1440 1370 1310 1250
70R24 128A8  W12 15 46.9 21.3 138.7 15 6340 4140 3390 3170 2750 2890 2750
   W11     1.3 3360 2190 1800 1680 1600 1530 1460
        19 7400 4820 3960 3700 3220 3370 3220
        1.6 3800 2480 2030 1900 1810 1730 1650
        23 8370 5460 4470 4190 3990 3810 3630 

Static
10 20 30 40 65bar

psi

LI/SS Type Speed, km/h (mph)SW OD

mm/inmm/in mm/in mm/in

Unloaded dimension
Infl.Press

Loaded Rolling
Static
Radius

Circum-
ference

6 12 19 25 40

Size Rim

Recommend load, kg (lbs)

50

31
        0.8 2900 1890 1550 1450 1380 1320 1260
        12 6390 4160 3410 3190 2780 2910 2780
420/ 130 D /  TL W12 430 1248 563 3683 1 3310 2160 1770 1660 1580 1510 1440
70R24 133A8  W13 16.9 49.1 22.2 145.0 15 7290 4760 3900 3660 3170 3330 3170
   W14L     1.3 3860 2520 2070 1930 1840 1760 1680
        19 8500 5550 4560 4250 3700 3880 3700
        1.6 4370 2850 2340 2190 2080 2000 1900
        23 9630 6280 5150 4820 4580 4410 4190 



LIST OF SIZES

All tyres conform to ETRTO & TRA standards. Sizes available as of 09/2020.

 SIZE LI/SS

 600/70 R 28 161 A8/B

 420/70 R 30 134 A8/B

 480/70 R 30 141 A8/B

 480/70 R 30 147 D

 480/70 R 30 150 A8

 520/70 R 30 145 A8/B

 600/70 R 30 152 A8/B

 600/70 R 30 158 A8/B

 480/70 R 34 143 A8/B

 480/70 R 34 149 A8/B

 480/70 R 34 155 A8/B

 520/70 R 34 148 A8/B

 480/70 R 38 145 A8/B

 520/70 R 38 150 A8/B

 580/70 R 38 155 A8/B

 710/70 R 38 172 A8/B

 710/70 R 38 178 A8/B

 710/70 R 38 178 D

 710/70 R 38 181 A8

 580/70 R 42 158 A8/B

 580/70 R 42 158 D

 580/70 R 42 161 A8

 620/70 R 42 166 A8/B

 620/70 R 42 173 A8/B

 710/70 R 42 173 A8/B

 710/70 R 42 173 D

 710/70 R 42 176A8

 SIZE LI/SS

 260/70 R 20 113 A8/B

 280/70 R 20 116 A8/B

 300/70 R 20 110 A8/B

 300/70 R 20 120 A8/B

 320/70 R 20 113 A8/B

 320/70 R 20 123 A8/B

 360/70 R 20 120 A8/B

 360/70 R 20 129 A8/B

 380/70 R 20 122 A8/B

 380/70 R 20 132 A8/B

 320/70 R 24 116 A8/B

 360/70 R 24 122 A8/B

 380/70 R 24 125 A8/B

 380/70 R 24 125 D

 380/70 R 24 128 A8

 420/70 R 24 130 A8/B

 420/70 R 24 130 D

 420/70 R 24 133 A8

 480/70 R 24 138 A8/B

 320/70 R 28 119 A8/B

 360/70 R 28 125 A8/B

 380/70 R 28 127 A8/B

 420/70 R 28 133 A8/B

 420/70 R 28 133 D

 420/70 R 28 136 A8  

 480/70 R 28 140 A8/B

 480/70 R 28 151 A8/B
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