
Robust casing

Better lateral 
stability

FEATURE

BENEFIT

Superior tread 
compound

Cut and chip 
resistance

FEATURE

BENEFIT

MPT 602

LIST OF SIZEs

All tyres conform to ETRTO & TRA standards. Sizes available as of 12/2021.

SIZE                                                                               L I/SI

  

 10.00-20 146 B

 12.5-18 134 D, 144 D

 12.5-20 135 D

 405/70-24 151 D

405/70-24 (16.0/70-24) 156 B

Size

Static Rolling 
Loaded Circum-SW OD
Radius

mm mm mm mm kgs
in in in in lbs

405/70-24
(16.0/70-24)

ference
PR

13.00

405 1180 547 3470
16

6400 4000

15.9 46.8 21.5 136.6 14110 8820

Infl.
Pressure

156 B

Type

TL

bar
psi

4.5

65

Load Carrying Capacity

kgs
lbs

Rim
Width

in

Max
Load

Load/
Speed
Index

10 kmph

Max
Load

50 kmph

Unloaded dimension

Size

Static Rolling 
Loaded Circum-SW OD
Radius

mm mm mm mm kgs
in in in in lbs

405/70-24
(16.0/70-24)

ference
PR

13.00

405 1180 547 3470
16

6400 4000

15.9 46.8 21.5 136.6 14110 8820

Infl.
Pressure

156 B

Type

TL

bar
psi

4.5

65

Load Carrying Capacity

kgs
lbs

Rim
Width

in

Max
Load

Load/
Speed
Index

10 kmph

Max
Load

50 kmph

Unloaded dimension

      325 990 455 2910 5 65 2800
 12.5-18  144 D 16 TL W11 x 18
      12.8 39.2 17.9 114.6 72 40 6170


	Page 1

